
Wilson Tool International  |  wilsontool.com  |  800-445-4518

BEND LIMIT GRAPH
AMERICAN PRECISION

5.75" TALL PUNCHES

8.75" TALL PUNCHES

SELECT YOUR PUNCH PROFILE

500 30° 
Acute

501 90°, 88°, 75° 
Arrow

510 30° 
Acute

502 75° 
Large Gooseneck

502 90°, 88° 
Large Gooseneck

512 75° 
Large Gooseneck

512 90°, 88° 
Large Gooseneck

503 75° 
Sash

503 90°, 88° 
Sash

513 75° 
Sash

513 90°, 88° 
Sash

504 88°, 85°, 75° 
Block

514 88°, 85°, 75° 
Block

503 90°, 88°, 75° 
Large Gooseneck

504 90°, 88°, 75° 
Sash

520 30° 
Acute

3.75" TALL PUNCHES
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BEND LIMIT GRAPH
AMERICAN PRECISION
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CLICK TO  
VIEW PART #

NOTES

50045 50045G

0.780" 
Tip Width

50046 50046G

50047 50047G

3.75" ACUTE PUNCH – 30° Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Acute-Block%2C/p/50045_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Acute-Block%2C/p/50046_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Acute-Block%2C/p/50047_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
AMERICAN PRECISION

1.750

2.500

8

7

2

3

4

5

6

1

0

72 3 4 5 610

LE
N

G
T

H
   

 [L
]

WIDTH    [W]

W

L

CLICK TO VIEW PART #

90° 88° 75°

50050 50169 50273

50050G 50169G 50273G

50051 50170 50274

50051G 50170G 50274G

50052 50171 50275

50052G 50171G 50275G

50172

50172G

3.75" ARROW PUNCH – 90°, 88°, 75° Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Arrow%2C-Punch/p/50050_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Arrow%2C-Punch/p/50051_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Arrow%2C-Punch/p/50052_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Arrow%2C-Punch/p/50169_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Arrow%2C-Punch/p/50170_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Arrow%2C-Punch/p/50171_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Arrow%2C-Punch/p/50172_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Arrow%2C-Punch/p/50273_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Arrow%2C-Punch/p/50274_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Arrow%2C-Punch/p/50275_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
AMERICAN PRECISION

3.75" LARGE GOOSENECK PUNCH – 75°
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CLICK TO  
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NOTES

50236 50236G

0.438" 
Tip Width

50277 50277G

50278 50278G

50289 50289G

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Large-Goosen/p/50236_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Large-Goosen/p/50277_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Large-Goosen/p/50278_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Large-Goosen/p/50289_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
AMERICAN PRECISION
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3.75" LARGE GOOSENECK PUNCH – 90°, 88°

CLICK TO  
VIEW PART #

90° 88°

50067 50184

50067G 50184G

50185

50185G

50186

50186G

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Large-Goosen/p/50067_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Large-Goosen/p/50184_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Large-Goosen/p/50185_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Large-Goosen/p/50186_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
AMERICAN PRECISION
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.375 TIP WIDTH

.500 TIP WIDTH
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VIEW PART #

NOTES

50281 50281G
0.375" 

Tip Width
50282 50282G

50286 50286G
0.500" 

Tip Width
50287 50287G

3.75" SASH PUNCH – 75° Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Sash-Goosene/p/50281_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Sash-Goosene/p/50282_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Sash-Goosene/p/50286_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Sash-Goosene/p/50287_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
AMERICAN PRECISION
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NOTES

90° 88°

50054 50054G 50173 50173G

0.250" 
Tip Width

50055 50055G
50174 50174G

50175 50175G

50058 50058G 50159 50159G

0.375" 
Tip Width

50059 50059G
50177 50177G

50178 50178G

50063 50063G
50181 50181G

0.500" 
Tip Width

50160 50160G

3.75" SASH PUNCH – 90°, 88° Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Sash-Goosene/p/50054_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Sash-Goosene/p/50055_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Sash-Goosene/p/50058_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Sash-Goosene/p/50059_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Sash-Goosene/p/50063_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Sash-Goosene/p/50173_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Sash-Goosene/p/50174_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Sash-Goosene/p/50175_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Sash-Goosene/p/50159_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Sash-Goosene/p/50177_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Sash-Goosene/p/50178_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Sash-Goosene/p/50181_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Sash-Goosene/p/50160_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
AMERICAN PRECISION
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3.75" & 5.75" BLOCK PUNCH – 88°, 85°, 75°

3.75" BLOCK PUNCH

88° 85° 75°

50168 50008 50270

50168G 50008G 50270G

50009 50271

50009G 50271G

50279

50279G

50284

50284G

5.75" BLOCK PUNCH

88° 85° 75°

50234 50210 50245

50234G 50210G 50245G

50222 50246

50222G 50246G

50228 50251

50228G 50251G

50260

50260G

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

CLICK TO VIEW PART #

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Block%2C-Punch/p/50168_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Block%2C-Punch/p/50008_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Block%2C-Punch/p/50009_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Block%2C-Punch/p/50270_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Block%2C-Punch/p/50271_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Block%2C-Punch/p/50279_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Block%2C-Punch/p/50284_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Block%2C-Punch/p/50234_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Block%2C-Punch/p/50210_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Block%2C-Punch/p/50222_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Block%2C-Punch/p/50228_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Block%2C-Punch/p/50245_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Block%2C-Punch/p/50246_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Block%2C-Punch/p/50251_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Block%2C-Punch/p/50260_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
AMERICAN PRECISION

5.75" ACUTE PUNCH – 30°
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CLICK TO  
VIEW PART #

NOTES

50209 50209G

0.740" 
Tip Width

50221 50221G

50227 50227G

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Acute-Goosen/p/50209_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Acute-Goosen/p/50221_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Acute-Goosen/p/50227_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
AMERICAN PRECISION

5.75" LARGE GOOSENECK PUNCH – 75°
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CLICK TO  
VIEW PART #

NOTES

50248 50248G

0.438" 
Tip Width

50249 50249G

50250 50250G

50266 50266G

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Large-Goosen/p/50248_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Large-Goosen/p/50249_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Large-Goosen/p/50250_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Large-Goosen/p/50266_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
AMERICAN PRECISION
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5.75" LARGE GOOSENECK PUNCH – 90°, 88°

CLICK TO  
VIEW PART #

NOTES

90° 88°

50219 50208

0.438" 
Tip Width

50219G 50208G

50220

50220G

50226

50226G

50232

50232G

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Large-Goosen/p/50219_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Large-Goosen/p/50208_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Large-Goosen/p/50220_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Large-Goosen/p/50226_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Large-Goosen/p/50232_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
AMERICAN PRECISION

5.75" SASH PUNCH – 75°
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.375 TIP WIDTH

.500 TIP WIDTH
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CLICK TO  
VIEW PART #

NOTES

50326 50326G
0.375" 

Tip Width
50327 50327G

50263 50263G
0.500" 

Tip Width

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Sash-Goosene/p/50326_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Sash-Goosene/p/50327_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Sash-Goosene/p/50263_BSE?q=
mailto:bending@wilsontool.com


Wilson Tool International  |  wilsontool.com  |  800-445-4518

BEND LIMIT GRAPH
AMERICAN PRECISION

5.75" SASH PUNCH – 90°, 88°
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CLICK TO VIEW PART #
NOTES

90° 88°

50307 50307G
50303 50303G

0.250" 
Tip Width

50304 50304G

50322 50322G 50317 50317G
0.375" 

Tip Width

50254 50254G 50257 50257G
0.500" 

Tip Width

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Sash-Goosene/p/50307_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Sash-Goosene/p/50322_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Sash-Goosene/p/50254_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Sash-Goosene/p/50303_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Sash-Goosene/p/50304_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Sash-Goosene/p/50317_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Sash-Goosene/p/50257_BSE?q=
mailto:bending@wilsontool.com


Wilson Tool International  |  wilsontool.com  |  800-445-4518

BEND LIMIT GRAPH
AMERICAN PRECISION
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8.75" ACUTE PUNCH – 30°

CLICK TO  
VIEW PART #

50363 50363G

50364 50364G

50365 50365G

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Acute-Goosen/p/50363_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Acute-Goosen/p/50364_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Acute-Goosen/p/50365_BSE?q=
mailto:bending@wilsontool.com


Wilson Tool International  |  wilsontool.com  |  800-445-4518

BEND LIMIT GRAPH
AMERICAN PRECISION
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CLICK TO VIEW PART #

90° 88° 75°

50386 50384 50382

50386G 50384G 50382G

50387 50385 50383

50387G 50385G 50383G

8.75" LARGE GOOSENECK PUNCH – 90°, 88°, 75°
Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Large-Goosen/p/50386_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Large-Goosen/p/50387_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Large-Goosen/p/50384_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Large-Goosen/p/50385_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Large-Goosen/p/50382_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Large-Goosen/p/50383_BSE?q=
mailto:bending@wilsontool.com


Wilson Tool International  |  wilsontool.com  |  800-445-4518

BEND LIMIT GRAPH
AMERICAN PRECISION
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8.75" SASH PUNCH – 90°, 88°, 75°

CLICK TO VIEW PART #

90° 88° 75°

50378 50376 50373

50378G 50376G 50373G

50379 50377 50374

50379G 50377G 50374G

50375

50375G

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Sash-Goosene/p/50378_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Sash-Goosene/p/50379_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Sash-Goosene/p/50376_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Sash-Goosene/p/50377_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Sash-Goosene/p/50373_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision/American-Precision%2C-Staged%2C-Sash-Goosene/p/50374_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/American-Precision%2C-Staged%2C-Sash-Goosene/p/50375_BSE?q=
mailto:bending@wilsontool.com



