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BEND LIMIT GRAPH
EUROPEAN-STYLE

GOOSENECK PUNCHES

SELECT YOUR PUNCH PROFILE

43080 88° 
243mm (Large)

SASH PUNCHES

41002 88°
100mm

41102 88°, 90° 
70mm

ACUTE PUNCHES

419 30°
104mm

42610 30° 
65.5mm

STANDARD PUNCHES

400 88°, 90° 
67mm

402 88°, 90° 
67mm (Thin Tip)

4400 75° 
67mm

4404 75° 
160mm

NARROW PUNCHES

408 88°, 90°
95mm

4401 75° 
95mm

406 88°
90mm

407 88°, 90° 
90mm (Thin Tip)

4402 75° 
90mm

404 88°, 90°
105mm

44540 85° 
105mm

403 88°
120mm

4403 75° 
120mm
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Return to 
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

CLICK TO 
VIEW PART #

43080

LARGE GOOSENECK 
PUNCH – Z2 STYLE – 
85° to 90°

mailto:bending@wilsontool.com
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/Euro-Large-Gooseneck/p/43080_BSE?q=
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GOOSENECK PUNCH – 75° Return to 
main page.

CLICK TO 
VIEW PART #

44020

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-75-DEG/p/44020_BSE?q=
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GOOSENECK PUNCH – 88°

CLICK TO 
VIEW PART #

40602 40615

40608 40630

Return to 
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-88-DEG/p/40602_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-88-DEG/p/40608_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-88-DEG/p/40615_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-88-DEG/p/40630_BSE?q=
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THIN TIP GOOSENECK PUNCH – 88°, 90°

CLICK TO 
VIEW PART #

88° 90°

40702 40712

40708 40718

Return to 
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
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GOOSENECK PUNCH – 75°

CLICK TO 
VIEW PART #

44040

Return to 
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-TALL-GOOSENECK-PUNCH-75-DEG/p/44040_BSE?q=
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GOOSENECK PUNCH – 85°

CLICK TO 
VIEW PART #

44540 44560

Return to 
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-HD-GOOSENECK-PUNCH-85-DEG/p/44540_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-HD-GOOSENECK-PUNCH-85-DEG/p/44560_BSE?q=
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GOOSENECK PUNCH – 88°, 90°

CLICK TO 
VIEW PART #

88° 90°

40402 40502

40408

40415

40430

Return to 
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-88-DEG/p/40402_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-88-DEG/p/40408_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-88-DEG/p/40415_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-88-DEG/p/40430_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-90-DEG/p/40502_BSE?q=
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GOOSENECK PUNCH – 75°

CLICK TO 
VIEW PART #

44030

44033

43033

Return to 
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-75-DEG/p/44030_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-75-DEG/p/44033_BSE?q=
csbredy
Highlight
Part Number not found on MyAccount
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GOOSENECK PUNCH – 88°

CLICK TO 
VIEW PART #

40302 40308

Return to 
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-88-DEG/p/40302_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-88-DEG/p/40308_BSE?q=
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ACUTE ANGLE PUNCH – 30°

CLICK TO 
VIEW PART #

41908

41915

41923

41930

41948

41964

Return to 
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-ACUTE-PUNCH-30-DEG/p/41908_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-ACUTE-PUNCH-30-DEG/p/41915_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-ACUTE-PUNCH-30-DEG/p/41923_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-ACUTE-PUNCH-30-DEG/p/41930_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-ACUTE-PUNCH-30-DEG/p/41948_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-ACUTE-PUNCH-30-DEG/p/41964_BSE?q=
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ACUTE ANGLE PUNCH – 30°

CLICK TO 
VIEW PART #

42610

Return to 
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-ACUTE-PUNCH-30-DEG/p/42610_BSE?q=
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NARROW PUNCH – 75° Return to 
main page.

CLICK TO 
VIEW PART #

44010

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-NARROW-PUNCH-75-DEG/p/44010_BSE?q=
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NARROW PUNCH – 88°, 90°

CLICK TO 
VIEW PART #

88° 90°

40802 40902

Return to 
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-NARROW-PUNCH-88-DEG/p/40802_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-NARROW-PUNCH-90-DEG/p/40902_BSE?q=
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SASH PUNCH – 88°

CLICK TO 
VIEW PART #

41002

Return to 
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-SASH-PUNCH-88-DEG/p/41002_BSE?q=
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SASH PUNCH – 88°, 90°

CLICK TO 
VIEW PART #

88° 90°

41102 41202

Return to 
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-SASH-PUNCH-88-DEG/p/41102_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-SASH-PUNCH-90-DEG/p/41202_BSE?q=
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STANDARD PUNCH – 75°

CLICK TO 
VIEW PART #

44000

44001

43001

Return to 
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-STD-PUNCH-75-DEG/p/44000_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-STD-PUNCH-75-DEG/p/44001_BSE?q=
csbredy
Highlight
Part Number doesn't exist in MyAccount
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STANDARD PUNCH – 88°, 90°

CLICK TO 
VIEW PART #

88° 90°

40002 40102

40008 40108

40015 40115

40023 40123

40030 40130

Return to 
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/European-Standard-Punch-88-Degree/p/40002_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-STD-PUNCH-88-DEG/p/40008_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-STD-PUNCH-88-DEG/p/40015_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-STD-PUNCH-88-DEG/p/40023_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-STD-PUNCH-88-DEG/p/40030_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-STD-PUNCH-90-DEG/p/40102_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-STD-PUNCH-90-DEG/p/40108_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-STD-PUNCH-90-DEG/p/40115_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-STD-PUNCH-90-DEG/p/40123_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-STD-PUNCH-90-DEG/p/40130_BSE?q=
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THIN TIP STANDARD PUNCH – 88°, 90°

CLICK TO 
VIEW PART #

88° 90°

40212 40202

Return to 
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-THIN-TIP-STD-PUNCH-88-DEG/p/40212_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-THIN-TIP-STD-PUNCH-90-DEG/p/40202_BSE?q=



