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BEND LIMIT GRAPH
EUROPEAN STAGED

120mm TALL PUNCHES

90mm TALL PUNCHES

SELECT YOUR PUNCH PROFILE

411 88°, 90° 
Sash

410 88°, 90° 
Gooseneck

413 88°, 90° 
Thin Tip Gooseneck

412 30° 
Acute

401 88°, 90° 
Sash

4008 88°, 90° 
Gooseneck

4023 30° 
Acute
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BEND LIMIT GRAPH
EUROPEAN STAGED
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SASH PUNCH – 88°, 90°

CLICK TO 
VIEW PART #

88° 90°

41188002 41190002

41188008 41190008

  ALSO AVAILABLE – 
CONTACT US NOW

88° 90°

41188015 41190015

41188023 41190023

41188030 41190030

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Staged/E-PUNCH-90STG-SASH-88-DEG/p/41188002_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Staged/E-PUNCH-90STG-SASH-88-DEG/p/41188008_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Staged/E-PUNCH-90STG-SASH-90-DEG/p/41190002_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Staged/E-PUNCH-90STG-SASH-90-DEG/p/41190008_BSE?q=
mailto:bending@wilsontool.com
mailto:bending@wilsontool.com
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GOOSENECK PUNCH – 88°, 90° Return to  
main page.

CLICK TO 
VIEW PART #

88° 90°

40602 41090002

40608 41090008

40615 41090015

40630

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

  ALSO AVAILABLE – 
CONTACT US NOW

88° 90°

41088023 41090023

41090030

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-88-DEG/p/40602_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-88-DEG/p/40608_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-88-DEG/p/40615_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-88-DEG/p/40630_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Staged/E-PUNCH-90STG-GOOSE-90-DEG/p/41090002_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Staged/E-PUNCH-90STG-GOOSE-90-DEG/p/41090008_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Staged/EPUNCH90STG-GOOSE-90-DEG/p/41090015_BSE?q=
mailto:bending@wilsontool.com
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
EUROPEAN STAGED
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(Solid Lines)
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THIN TIP GOOSENECK PUNCH – 88°, 90° Return to  
main page.

CLICK TO 
VIEW PART #

88° 90°

40702 40712

40708 40718

  ALSO AVAILABLE – 
CONTACT US NOW

88° 90°

41388002 41390015

41388023 41390023

41388030 41390030

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH%2C-THIN-TIP%2C-88-DEG/p/40702_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH%2C-THIN-TIP%2C-88-DEG/p/40708_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH%2C-THIN-TIP%2C-90-DEG/p/40712_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH%2C-THIN-TIP%2C-90-DEG/p/40718_BSE?q=
mailto:bending@wilsontool.com
mailto:bending@wilsontool.com
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ACUTE PUNCH – 30°

CLICK TO 
VIEW PART #

41230008

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Staged/E-PUNCH-90STG-ACUTE-GS/p/41230008_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
EUROPEAN STAGED
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Return to  
main page.SASH PUNCH – 88°, 90°

  ALSO AVAILABLE – 
CONTACT US NOW

88° 90°

40188002 40190002

40188008 40190008

40188015 40190015

40188023 40190023

40188030 40190030

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
mailto:bending@wilsontool.com
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GOOSENECK PUNCH – 88°, 90°

CLICK TO VIEW PART #

88° 90°

40302

40308

  ALSO AVAILABLE – 
CONTACT US NOW

88° 90°

40088015 40090002

40088023 40090008

40088030 40090015

40090023

40090030

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-88-DEG/p/40302_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/European-Precision/EURO-GOOSENECK-PUNCH-88-DEG/p/40308_BSE?q=
mailto:bending@wilsontool.com
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
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ACUTE PUNCH – 30°

  ALSO AVAILABLE – 
CONTACT US NOW

40230008

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

mailto:bending@wilsontool.com
mailto:bending@wilsontool.com



