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BEND LIMIT GRAPH
FIXED HEIGHT

85mm PUNCH FAMILY

120mm PUNCH FAMILY

SELECT YOUR PUNCH PROFILE

86°, 90° 
Standard

86°, 90° 
Gooseneck

86°, 90° 
Sash

86°, 90° 
Narrow

86°, 90° 
Burring

30° 
Acute

30° 
Narrow

86° 
Sash

86° 
Gooseneck

86° 
Standard

30° 
Acute
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BEND LIMIT GRAPH
FIXED HEIGHT
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STANDARD PUNCH — 86°, 90°

CLICK TO VIEW PART #

86° 90°

A0402 A1602

A0406

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

Return to 
main page.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-120mm-STD-86%C2%B0-R-008/p/A0402_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-120mm-STD-86%C2%B0-R-024/p/A0406_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-120mm-STD-90%C2%B0-R-008/p/A1602_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
FIXED HEIGHT

GOOSENECK PUNCH — 86°, 90°
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CLICK TO VIEW PART #

86° 90°

A4702 A4802

A4706

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-120mm-GN-86%C2%B0-R-008/p/A4702_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-120mm-GN-86%C2%B0-R-024/p/A4706_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-120mm-GN-90%C2%B0-R-008/p/A4802_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
FIXED HEIGHT

SASH PUNCH — 86°, 90°
8

7

2

3

4

5

6

1

0 72 3 4 5 61

L
E

N
G

T
H

  
[L

]

WIDTH  [W]

W

L

Z2 STYLE
(Solid Lines)

Z1 STYLE
(Dashed Lines)

CLICK TO VIEW PART #

86° 90°

A2002 A2102

A2006

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-120mm-Sash-86%C2%B0-R-008/p/A2002_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-120mm-Sash-86%C2%B0-R-024/p/A2006_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-120mm-Sash-90%C2%B0-R-008/p/A2102_BSE?q=
mailto:bending@wilsontool.com


Wilson Tool International  |  wilsontool.com  |  800-445-4518

BEND LIMIT GRAPH
FIXED HEIGHT

NARROW PUNCH — 86°, 90°
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CLICK TO VIEW PART #

86° 90°

A1902 A1802

A1906

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-120mm-Narrow-86%C2%B0-R-008/p/A1902_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-120mm-Narrow-86%C2%B0-R-024/p/A1906_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-120mm-Narrow-90%C2%B0-R-008/p/A1802_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
FIXED HEIGHT

ACUTE PUNCH — 30°
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CLICK TO 
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A1302

A1306

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-120mmAcute-30%C2%B0-R-008/p/A1302_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-120mmAcute-30%C2%B0-R-024/p/A1306_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
FIXED HEIGHT

BURRING PUNCH — 86°, 90°
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CLICK TO VIEW PART #

86° 90°

A0502 A1702

A0506

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-120mm-Burring-86%C2%B0-R-008/p/A0502_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-120mm-Burring-86%C2%B0-R-024/p/A0506_BSE?q=
https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-120mm-Burring-90%C2%B0-R-008/p/A1702_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
FIXED HEIGHT

STANDARD PUNCH — 86°
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CLICK TO 
VIEW PART #

A1406

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-85mm-STD-86%C2%B0-R-024/p/A1406_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
FIXED HEIGHT

GOOSENECK PUNCH — 86°
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CLICK TO 
VIEW PART #

A4306

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-85mm-GN-86%C2%B0-R-024/p/A4306_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
FIXED HEIGHT

SASH PUNCH — 86°
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CLICK TO 
VIEW PART #

A1006

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-85mm-Sash-86%C2%B0-R-024/p/A1006_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
FIXED HEIGHT

NARROW PUNCH — 30°
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CLICK TO 
VIEW PART #

A2906

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-85mm-Narrow-86%C2%B0-R-024/p/A2906_BSE?q=
mailto:bending@wilsontool.com
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BEND LIMIT GRAPH
FIXED HEIGHT

ACUTE PUNCH — 30°
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CLICK TO 
VIEW PART #

A2306

Return to  
main page.

Your radius size may be different than 
what is shown here. Actual results 
may vary slightly. Contact a Tooling 
Technician to ensure accuracy.

https://myaccount.wilsontool.com/wilsontool/en/USD/wilsontool/en/USD/Open-Catalogue/Bending/Fixed-Height/EU-FH-PUN-85mmAcute-30%C2%B0-R-024/p/A2306_BSE?q=
mailto:bending@wilsontool.com



