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MS 200

WARNING
REMOVE SKUDO
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Body Ø  + 0,5

+ 1,0
(10 pcs) MS200-047-A-YW

Drop-In FC 25 B
FCC 25 A Bottom mount

180 bar
2610 psi

10 bar
145 psi

1,13 cm2

0.175in 2 1,8 m/s Disposable
~ 50 - 80
   (at 20°C)

MS200 - 007 - A 7 0.28 62 2.44 55 2.17 1,17 x F0 1,29 x F0 - -  0,13 0.29
MS200 - 010 - A  9,7 0.38 67,4 2.65 57,7 2.27 1,20 x F0 1,35 x F0 - -  0,13 0.29
MS200 - 012 - A 12 0.47 72 2.83 60 2.36 1,23 x F0 1,39 x F0 - -  0,14 0.31
MS200 - 022 - A 22 0.87 92 3.62 70 2.76 1,30 x F0 1,51 x F0 - -  0,16 0.35
MS200 - 035 - A  35,1 1.38 118,2 4.65 83,1 3.27 1,36 x F0 1,60 x F0 - -  0,19 0.42
MS200 - 047 - A 47 1.85 142 5.59 95 3.74 1,39 x F0 1,65 x F0 - -  0,20 0.44
MS200 - 060 - A  60,5 2.38 172 6.77 111,5 4.39 1,39 x F0 1,66 x F0 - -  0,23 0.51
MS200 - 077 - A 77 3.03 205 8.07 128 5.04 1,41 x F0 1,69 x F0 - -  0,26 0.57
MS200 - 097 - A 97 3.82 245 9.65 148 5.83 1,43 x F0 1,72 x F0 - -  0,30 0.66
MS200 - 122 - A 122 4.80 295 11.61 173 6.81 1,45 x F0 1,75 x F0 - -  0,34 0.75

OR 15 218 17 38
PR 25 363 28 63
GR 45 653 50 112
BU 90 1305 100 225
RD 135 1958 150 337
YW 180 2610 200 450
BK 10-180 145-2610 11-200 25-450
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