
122 Special Springs - 017 

HOW TO ORDER

N2

ΔP P max P min S SPM Max Speed Maintenance kit°F
32
-

176

°C
0
-

80 1,8 m/s20 bar
290 psi

150 bar
2175 psi± 0,33 %/°C

CODE Cu L L min F0 F1i F1p V0
PHASING OUT NEW Initial force End force * End force **
from mm inch mm inch mm inch daN Ib daN Ib daN Ib cm3 in 3 ~Kg ~Ib

Il nuovo codice sarà fornito solo ad esauri-
mento del vecchio
The new code will be supplied only when 
the old will be out of stock
Der neue Kode wird geliefert nur wenn der 
alte nicht mehr im Lager ist

Le nouveau code sera fourni uniquement 
lorsque le vieux stock sera ecoulé
El nuevo código será suministrado sólo 
cuando el viejo está fuera de stock
O novo código irá ser fornecido apenas 
quando o antigo esgotar stock 

OVER STROKE
ACTIVE 
SAFETY

OVER 
STROKE 
MARKER

+OSAS + OSM =

ACTIVE 
SAFETY
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SC 3000

19,63 cm2

3.043 in 2
~ 15 - 50

   (at 20°C)

m
in

 7
5%

 L
m

in

     
Body Ø  + 0,5

+ 1,0

Drop-in
     

Body Ø  + 0,5
+ 1,0

FC 95 A
FCQC 95

(10 pcs) SC 3000-050-D

(10 pcs) SC 3000-050-D-NBottom mount
FB 95 - FBA 95

FBB 95
FS2 95 - FT 95

FS2A 95 - FTP 95
FSA 95

FSD 95 - FSE 95
FSD 95 + R 95 A
FSE 95 + R 95 A

ISO 11901 - 1 VDI 3003 B2 4006 (BMW) 075.90.55 (FCA)
W-DX35-6203 (Ford) PG23D (Mazda) B8 3180 220 000 001(MB) K 32 S (Nissan)
E24.54.815.G (PSA) EM24.54.700 (Renault) SES-K 5404e (Suzuki) 39D 878 (VW)

39BMSC03000D   Cu 13 ÷ 80
39BMSC03000DH Cu 88 ÷ 300 

01/2014

Ø 80 (3.15) 
OSAS + OSM

Ø 50

M8
Ø 1.97

R 2,521

Ø 90

Ø 87

3

Ø 3.43

Ø 3.54
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Ø 3.74 ± .01 
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Ø 60
Ø 2.36
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5,
5

M8 x 13 (4x)

G 1/8”

* F1i =

Isothermal 
end force 
at 100% Cu

** F1p =

Polytrophic
end force 

at 100% Cu
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- SC 3000 - 013 - D 13 0.51 145 5.71 132 5.20 3528 7931 3917 8806 181,0 11.04 5,57 12.28
SC 3000 - 025 - B SC 3000 - 025 - D 25 0.98 170 6.69 145 5.71

2945     6621
± 5%

150 bar
2175 psi

+ 20 °C +68 °F

3775 8487 4286 9636 261,0 15.92 5,90 13.01
SC 3000 - 038 - B SC 3000 - 038 - D 38 1.50 196 7.72 158 6.22 3955 8891 4559 10250 340,0 20.74 6,21 13.69
SC 3000 - 050 - B SC 3000 - 050 - D 50 1.97 220 8.66 170 6.69 4067 9143 4732 10638 413,0 25.19 6,50 14.33
SC 3000 - 063 - B SC 3000 - 063 - D 63,5 2.50 247 9.72 183,5 7.22 4158 9347 4873 10954 496,0 30.26 6,83 15.06

  - SC 3000 - 075 - D 75 2.95 270 10.63 195 7.68 4216 9478 4964 11160 566,0 34.53 7,10 15.65
SC 3000 - 080 - B SC 3000 - 080 - D 80 3.15 280 11.02 200 7.87 4238 9527 4997 11234 596,0 36.36 7,22 15.92

  - SC 3000 - 088 - D 88 3.46 295 11.61 207 8.15 4277 9615 5059 11373 642,0 39.16 7,41 16.34
SC 3000 - 100 - B SC 3000 - 100 - D 100 3.94 320 12.60 220 8.66 4307 9683 5105 11476 718,0 43.80 7,67 16.91

  - SC 3000 - 113 - D 113 4.45 345 13.58 232 9.13 4348 9775 5171 11625 795,0 48.50 7,97 17.57
SC 3000 - 125 - B SC 3000 - 125 - D 125 4.92 370 14.57 245 9.65 4367 9817 5201 11692 871,0 53.13 8,27 18.23

  - SC 3000 - 138 - D 138 5.43 395 15.55 257 10.12 4398 9887 5250 11802 947,0 57.77 8,57 18.89
  - SC 3000 - 150 - D 150 5.91 420 16.54 270 10.63 4411 9916 5270 11847 1023,0 62.40 8,87 19.56

SC 3000 - 160 - B SC 3000 - 160 - D 160 6.30 440 17.32 280 11.02 4425 9948 5292 11897 1085,0 66.19 9,11 20.08
  - SC 3000 - 175 - D 175 6.89 470 18.50 295 11.61 4443 9988 5322 11964 1176,0 71.74 9,47 20.88

SC 3000 - 200 - B SC 3000 - 200 - D 200 7.87 520 20.47 320 12.60 4469 10047 5362 12055 1329,0 81.07 10,08 22.22
  - SC 3000 - 225 - D 225 8.86 570 22.44 345 13.58 4489 10092 5395 12128 1481,0 90.34 10,68 23.55

SC 3000 - 250 - B SC 3000 - 250 - D 250 9.84 620 24.41 370 14.57 4506 10130 5422 12189 1634,0 99.67 11,28 24.87
  - SC 3000 - 275 - D 275 10.83 670 26.38 395 15.55 4520 10161 5444 12239 1786,0 108.95 11,88 26.19

SC 3000 - 300 - B SC 3000 - 300 - D 300 11.81 720 28.35 420 16.54 4532 10188 5463 12282 1939,0 118.28 12,49 27.54

Ø 80

≥ 80

≥ 
5
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