
 
47 Special Springs

Special Springs Standard 
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W 16 - 020

5/8 9/32

0.79 1035 0.09

900

0.12 16
W 16 - 035 1.38 569 0.16 0.22 16
W 16 - 050 1.97 350 0.26 0.31 12
W 16 - 075 2.95 228 0.39 0.49 8
W 16 - 100 0,18 x 0,20 3.94 163 0.55 0.64 8

W 19 - 025

3/4 11/32

0.98 1367 0.10

1350

0.13 16
W 19 - 040 1.57 759 0.18 0.23 16
W 19 - 050 1.97 569 0.24 0.31 12
W 19 - 075 2.95 342 0.39 0.49 8
W 19 - 100 0,20 x 0,26 3.94 244 0.55 0.65 8

W 25 - 030

1 3/8

1.18 2733 0.10

2700

0.12 10
W 25 - 050 1.97 1367 0.20 0.23 10
W 25 - 075 2.95 854 0.31 0.37 4
W 25 - 100 3.94 569 0.47 0.58 4
W 25 - 125 0,27 x 0,36 4.92 488 0.55 0.67 4

W 32 - 035

1 1/4 1/2

1.38 3797 0.12

4500

0.15 8
W 32 - 050 1.97 2071 0.22 0.25 8
W 32 - 075 2.95 1265 0.35 0.44 4
W 32 - 100 3.94 876 0.51 0.59 4
W 32 - 125 4.92 712 0.63 0.72 2
W 32 - 150 0,36 x 0,42 5.91 600 0.75 0.85 2

W 38 - 040

1 1/2 5/8

1.57 4068 0.14

5620

0.18 4
W 38 - 050 1.97 2847 0.20 0.23 4
W 38 - 075 2.95 1582 0.35 0.41 4
W 38 - 100 3.94 1095 0.51 0.59 2
W 38 - 150 5.91 749 0.75 0.88 2
W 38 - 200 0,41 x 0,50 7.87 527 1.06 1.18 2
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Load (lbs) = R (lbs/0.1 inch) x 10 x Defl ection (inch) How to order: W 38 - 150      ( Series  DH  -  L0 )
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White color

Hyper-fuerte
color blanco

Hyper-forte
Couleur blanche
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SERIES STANDARD LOAD

VL Special Springs Extra-light

V ISO 10243 Light

B ISO 10243 Medium

R ISO 10243 Strong

G ISO 10243 Extra-Strong

A Special Springs Ultra-Strong

W Special Springs Hyper-strong

Features that are unparalleled on the 
market thanks to the superior Special 
Springs production technology.
MAXIMUM FORCE UP TO 6 TIMES 
THE EXTRA STRONG SPRINGS (ISO 
standard yellow color).
MAXIMUM FORCE OVER 2 TIMES 
THE ULTRA STRONG SPRINGS (Spe-
cial Springs standard silver coulor).
Ideal for applications that involve ex-
tremely large loads with short working 
strokes and that have to go for as long 
as possible without maintenance, in dif-
fi cult environments with large amounts 
of contaminants and high temperatures.
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Características únicas en el mercado, 
gracias a la superior tecnología de pro-
ducción de Special Springs:
MÁXIMA CARGA HASTA 6 VECES LA 
SERIE EXTRA-FUERTE (ISO standard 
color amarillo)
MÁXIMA CARGA MÁS DE 2 VECES 
LA SERIE ULTRA-FUERTE (Special 
Springs standard color plata)
Ideales para aplicaciones que requi-
eren cargas muy altas con recorridos 
de trabajo cortos, allí donde se necesite 
la máxima duración sin mantenimiento, 
en ambientes difíciles con intensa pres-
encia de contaminantes y altas temper-
aturas.
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Des caractéristiques uniques sur le 
marché grâce à la technologie de pro-
duction supérieure Special Springs :
CHARGE MAXIMUM JUSQU’À 6 FOIS 
LES RESSORTS EXTRA-FORT (ISO 
standard couleur jaune)
CHARGE MAXIMUM PLUS DE 2 FOIS 
LES RESSORTS ULTRA-FORT (Spe-
cial Springs standard couleur argent)
L’idéal pour des applications qui exi-
gent des charges extrêmement élevées 
et des courses de travail réduites ainsi 
qu’une longévité maximale sans en-
tretien,
dans des milieux diffi ciles marqués par 
une présence élevée de contaminants 
et des températures élevées.
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